
Spandex UK, 1600 Park Avenue, Aztec West, Almondsbury, Bristol BS32 4UA 
Tel. +44 (0)1454 616 444, Fax +44 (0)1454 616 777, www.spandex.com 

Distributed by Spandex. www.spandex.com

© January 2007 Spandex Group. Technical specifications subject to change without prior notice. All 
trademarks mentioned are property of their respective owners. Output may vary depending on the 
type of print data/file, application, media, environmental conditions, print speed, or other variables. 

Specifications 
Description Blockout banner 

Colour White gloss 

Face film thickness 360µ 

Weight 450g / m² 

Adhesive N/A 

Release paper N/A 

Temperature range N/A 

Durability (unprinted) Up to 1 year 

Flame retardancy N/A 

Top coat N/A 

Tensile strength 800 / 800 (N / 5cm) 

Tear resistance 300 / 300 (N) 

Shelf life 6 months, 20°C / 50% humidity 

Recommendation For optimum quality, please ensure that the media feed adjustment has been completed for this material   

IP 2118 is an economical solution for short-term applications offering excellent printability on both sides. This banner material can be used for 
indoor and short-term outdoor applications such as billboards at trade shows and events, show rooms, promotional campaigns and many other 
applications. Laminate: ImagePerfect™ water-based liquid laminate with UV protection. 

IP 2118 

IP 2118 blockout banner is a flexible and soft banner material offering an economical printing solution. This material has 
been specifically designed for digital printing on large-format inkjets and is suitable for printing with eco solvent and 
solvent inks as well as UV-cured inks. 

IP 2118 Blockout Banner 450g / m²  


